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[bookmark: _s3p99o1vmdq9]ARCHITECTURAL MATERIAL SPECIFICATION
[bookmark: _uf4uhx9u2g5]HOW TO USE THIS ARCHITECTURAL MATERIAL SPECIFICATION:
This is an “edit-out” document with specification language for several project options. Select appropriate text based on the project requirements and delete (edit-out) all other text. Locations where language for Project-specific requirements is to be inserted, deleted, and/or selected are indicated like this: [select text].
[bookmark: _y4wwfsgpp0e3]PRODUCT
[bookmark: _sq4xyciarzn3]ROPPE FIESTA RUBBER TILE
Roppe Fiesta Rubber Tile shown in the finish schedule or listed herein as Roppe Fiesta shall be 19 11/16” (50 cm) square in nominal size and 1/8” (3.2 mm) in nominal thickness and in the profile [991 Slate Design] [992 Low Profile Circular Design] [993 Textured Design] [994 Raised Square Design] [995 Hammered Design] [996 Raised Circular Vantage Design] [970 Smooth Design], furnished by the Roppe Corporation of Fostoria, Ohio. Roppe Fiesta shall have a current FloorScore Certification and not contain Recycled Materials. Roppe Fiesta shall be in the color [F326 Parda] [F327 Oscuridad] [F328 Cenizas] [F329 Cadete] [F330 Desierto] [F331 Crema] [F332 Lino] [F333 Piedra] [F334 Leonado] [F335 Caramelo] [F336 Pizarra] [F337 Galaxia] from the Fiesta color group as selected.
[bookmark: _6g3vaoyuon6x]WARRANTY
10 Year Limited Commercial Warranty
[bookmark: _r5jjcjgyg1r5]ATTRIBUTES & CERTIFICATIONS
Ecomedes Product Page

Roppe Corporation  |  1600 North Union Street  |  Fostoria, Ohio 44830 U.S.A.
phone: (800) 537-9527  |  e-mail: sales@roppe.com  |  website: www.roppe.com

This document is provided to assist in the preparation of a Project or Master Specification that has been formatted in accordance with the Construction Specifications Institute (CSI)’s MasterFormat®. Ensure the latest publicized version of all product information is utilized for this specification, Roppe will not be liable for any damages arising out of the misuse of any information or specifications found in this document.
The contents contained within this Architectural Material Specification (AMS) may be utilized or copied into another projected related document, but this original document will remain in effect at the time of product installation, this AMS shall not be supplemented or replaced by the resulting project documentation. Any alterations to the wording or requirements contained in or derived from this document shall void all related warranties.
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